
 



 



Stage 1:  Frame Assembly 
For this stage you will require: 

Quantity Description (Part #) Quantity Description (Part #) Quantity Description (Part #) 

1 Frame   20 4 Frame gussets   22 2 Front body supports   21 
6 ъѷѕњέ Ȅ мҁέ IŜȄ ƘŜŀŘ ōƻƭǘǎ   6 6 ъѷѕњέ Washers   9 6 ъѷѕњέ Nylon lock nuts   10 
4 ѻέ Ȅ мҁέ wƻǳƴŘ /ƻƳōƛƴŀǘƛƻƴ .ƻƭǘ   3  4 ѻέ ²ŀǎƘŜǊǎ   4 4 ѻέ bȅƭƻƴ ƭƻŎƪ ƴǳǘǎ   5 
1 Axle Assembly   23     



Lay out initial parts as shown in fig 1. 

For your frame to be in the correct position, place the 

frame with the flat plate for the hitch channel on the 

bottom. Attach front body supports to each side of 

ǘƘŜ ŦǊŀƳŜ ǳǎƛƴƎ ѻέ Ȅ мҁέ ǊƻǳƴŘ ŎƻƳōƛƴation bolts 

with washers and nylon locknuts (see fig. 2). 

 

  

 

 

  

  

  

   

  

  

 

 

 

   

 

 

 

 

 

 

 

 

 



Using the slotted side of the gusset, attach the 4 gussets onto 
ǘƘŜ ŦǊŀƳŜ ǳǎƛƴƎ ǘƘŜ ъѷѕњέ Ȅ мҁέ ƘŜȄ ƘŜŀŘ ōƻƭǘǎ ǿƛǘƘ washers 
and nylon locknuts. Ensure the locknuts are mounted on the 
gusset side (see fig 3 and 4). Do not tighten. 

Attach the axle assembly (see fig 5) to the frame gussets using 
ъѷѕњέ Ȅ мҁέ ƘŜȄ ƘŜŀŘ ōƻƭǘǎ ǿƛǘƘ ǿŀǎƘŜǊǎ ŀƴŘ ƴȅƭƻƴ ƭƻŎƪƴǳǘǎΦ 
Ensure the welded hitch bar mounts are in the correct 
position (see fig 6). 

Tighten all hardware. 




